
Need something to lock and seal
threaded fasteners? Sealing compound
is just the ticket.

The compound is available in various
strengths for virtually any application.
Choose the type and size you need here.

w

PS 597 AUG 0254

Tools/Hardware…

Riveting Good AdviceRiveting Good Advice

Dear Editor,
PS has run several good articles on the importance of using the exact

bolt called for in the TMs when making repairs or reassembling equipment. If
you use a low-grade bolt when a high-grade one is needed, you’re flirting
with disaster.

But you’ve never mentioned that the same holds true for rivets. If your TM
calls for a certain kind of rivet, that’s what you must use. Substituting a
pop rivet for a solid rivet, for example, affects the structural strength of the
equipment being repaired. That, too, could be disastrous, especially in the
case of aircraft. 

So always check the TM and always use the rivet called for. 

Daniel White
Portland, OR

Riveting good advice for repairmen.  Thanks.
 From the desk of the Editor

looks like

jones used

the wrong

rivets on

that wire

cutter.

NSN
8030- 

01-054-3968 

01-069-3046

01-104-5392

01-014-5869

01-025-1692

01-142-9830

01-171-7628

01-142-3131 

00-111-2763

00-111-2762

01-050-8288

01-390-7555 

01-296-3856*

Size 

Ten 10-cc
bottles 
50 10-cc
bottles 
Ten 10-cc
bottles 
50 10-cc
bottles 
250-cc
bottle 
50-cc
bottle 
250-cc
bottle 
50-cc
bottle 
Ten 10-cc
bottles 
50-cc
bottle
250-cc
bottle
20-gram
bottle
1-lb
bottle

Breaking
Torque 
(lb-in)

53 

53

115

115

115

190

190

200

85

85

85

5

5

Holding
Torque
(lb-in)

30

30

53

53

53

275

275

220

250

250

250

4

4

Initial
Set

(minutes)

20

20

10

10 

10

20

20

30

20

20

20

2

2

Typical
Use 

Small screws
under 3⁄4-in 

Small screws
under 3⁄4-in 

Up to 3⁄4-in bolts
(removable lock)
Up to 3⁄4-in bolts
(removable lock)
Up to 3⁄4-in bolts
(removable lock)
Up to 3⁄4-in bolts
(removable lock)
Up to 3⁄4-in bolts
(removable lock)

High temperature
applications

Wicking grade for
preassembled parts 
Wicking grade for
preassembled parts 
Wicking grade for
preassembled parts 

Small plastic
fasteners

Small plastic
fasteners

Color 

Purple

Purple

Blue 

Blue

Blue

Red

Red

Red

Green

Green

Green

Blue

Blue

put us

together…
…and

we’ll

hold on

tight!

*Order on a DD Form 1348-6 and put “NSN not on AMDF” in the REMARKS block.
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